- RUSSIAN MARITIME REGISTER OF SHIPPING

CIRCULAR LETTER No. 314-26-1044c dated 02.102017

Re:
amendments to the Rules for the Classification and Construction of Sea-Going Ships, 2017,

ND No. 2-020101-095-E regarding the wind pressure for ships of restricted and river-sea areas
of navigation
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Appendicﬁe?sﬂ:m T arvhéin'd'mé'nitg to the Rules for the Classification and Construction of

Sea- Going Shlps 2017, ND No. 2-020101-095-E

K G. Palnlkov

Director General

Amends Rules for the Classification and Construction of Sea-Going Ships, 2017,
ND No. 2-020101-095-E

We hereby inform of the amendments to Part IV “Stability” of the Rules for the Classification and
Construction of Sea-Going Ships, 2017, ND No. 2-020101-095-E to the weather criterion
regarding the wind pressure for ships of restricted and river-sea areas of navigation.

It is necessgfi/ to do the fbllowihg:
1) Bring the content of the Circular Letter to the notice of the RS surveyors and all interested
organizations and persons in the area of the RS Branch Offices' activity.
2) Apply the provisions of the Circular Letter in practical activity.

Person in charge: V.R. Samoilov Department 314 Tel.: 312-85-72

‘Thesis” System 17-256298 dated 22.09.2017
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Appendix to Circular Letter No. 314-144044cdated 02.10.2017

RULES FOR THE CLASSIFICATION AND CONSTRUCTION OF SEA-GOING SHIPS,
2017, ND No. 2-020101-095-E

PART IV. STABILITY
2.1 WEATHER CRITERION

Formula 2.1.4.1-2 shall be amended to read: “l,,, = (1 + m)l,,".

Paragraph 2.1.4.1 shall be amended by the following text after formula 2.1.4.1-2:
“where m — is the addition from the wind gustiness.”

Table 2.1.4.1 shall be amended to read:

“Table 2.1.4.1
' Area of navigation Suggestedwvvind pressmé m
pv, in Pa

Unrestricted 504 10,5 N

Restricted R1 353 ' |05

Restricted R2 252 1052

‘Restricted R2-RSN 252 052

Restricted R2-RSN(4,5) | 166 - 0,54

Restricted R3-RSN 119 o 0,55

‘Restricted R3 22,4 - ]0,56"



024ners
Машинописный текст
1044c 

024ners
Машинописный текст

024ners
Машинописный текст

024ners
Машинописный текст

024ners
Машинописный текст

024ners
Машинописный текст
  02.10.




